





Class 150

10

2 130 235 128 101 190 25
3 80 160 275 148 121 220 35
4 100 170 276 142 130 217 48
6 150 200 350 173 173 325 85
8 200 220 463 205 204 329 130
10 250 240 500 238 238 356.2 250
12 300 260 543 275 277 435.5 350
14 350 300 612 303 280 458 410
16 400 340 691 338 330 452.8 650
18 450 360 768 357 350 559 750
20 500 400 885 422 410 640 950
24 600 420 990 492 472.5 693 1500
Class 300

10
2 140 224 5 120 125 5 263 5 30
3 80 170 277 129.5 157.5 304 45
4 100 180 324 185 146 240 63
6 150 230 375 209 183 260 180
8 200 250 415.5 239 218 345.5 260
10 250 280 526 271.5 255.5 389 295
12 300 290 579 300 300 450 410
14 350 350 623 331.5 332 462 650
16 400 360 640 370 374 500.5 820
18 450 380 805 412 395 604 1020
20 500 400 856 443 447 635 1500
24 600 500 937 512 493 692 2200

*This dimension table is only for the reference and it can be changed without notification.
* F-F dimension can be changeable according to site condition.
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Sammi knows positive pipeline isolation

First in the world, SAMMI developed various kinds of innovative Non-line spreading type LINE BLIND.
SAMMI provides high quality products with the most advanced design and technology fulfill actual site
conditions and fluids
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The best solution for positive isolation
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